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工作条件 OPERATING conditions

displacements cc/rev

•	ZPI 1 	 1.00 / 1.40 / 2.10 / 2.80 / 3.50 / 5.50 / 6.90 

•	ZPI 2 	 3.50 / 5.50 / 7.00 / 10.00 / 14.00 / 17.00 

•	ZPI 3 	 18.00 / 22.00 / 29.00 / 37.00 / 42.00 / 56.00 / 69.00 

•	ZPI 4 	 55.00 / 69.00 / 83.00 / 104.00 / 121.00 / 138.00 

		  173.00 / 207.00

Sense OF ROTATION

•	Counterclockwise (ccw), left (standard)

•	Clockwise (cw), right

SUCTION/PRESSURE ports

•	ZPI 1 – 2	 Threaded port

•	ZPI 3 – 4	 Threaded port/SAE flange

Type of GEARs

•	ZPI 1 – 4 	 Internal spur gears

SPEED

•	300 – 3,000 rpm

	 (Operating conditions such as pressure and viscosity must

	 be considered)             

VISCOSITY

•	10 – 1,000 mPa·s

	 (Operating conditions such as pressure and speed must  

	 be considered.)

AMBIENT TEMPERATURE

•	 -30°C up to +60°C

	 (In case of deviating temperatures, please contact Beinlich.  

	 Special designs are available for these applications.)

Fluid TEMPERATURE/OPERATING TEMPERATURE

•	 -20°C up to +150°C (Standard version)

	 (Suitable seals are selected based on real operating 

	 conditions. Please note the indicated max. operating 

	 temperature values.)

排量规格 毫升/转

•	ZPI 1 	 1,00 / 1,40 / 2,10 / 2,80 / 3,50 / 5,50 / 6,90 

•	ZPI 2 	 3,50 / 5,50 / 7,00 / 10,00 / 14,00 / 17,00 

•	ZPI 3 	 18,00 / 22,00 / 29,00 / 37,00 / 42,00 / 56,00 / 69,00 

•	ZPI 4 	 55,00 / 69,00 / 83,00 / 104,00 / 121,00 / 138,00 

		  173,00 / 207,00

转向标识

•	 逆时针 (CCW), 左转（标准）

•	 顺时针 (CW), 右转

吸料口/出料口

•	ZPI 1 – 2  	 螺纹口

•	ZPI 3 – 4  	 螺纹口/SAE法兰口

齿轮类型

•	ZPI 1 – 4 	 内啮合正齿轮

工作转速

•	300 – 3.000 升/分钟 

	 (必须综合考虑压力和粘度等因素)

工作粘度

•	10 – 1.000 mPa·s

	 (必须综合考虑压力和转速等因素)

环境温度

•	 -30°C 度至 +60度

	 (其它温度应用请咨询百利泵公司)

介质温度/工作温度

•	 -20 度到 +150度（标准）

	 (根据应用温度选取不同密封材料，请参考最大温度值)

我们的产品也包括多联泵或高低压组合泵

(内齿轮泵-径向柱塞泵组合)

Our product range also comprises versions as multi-

flow or as high-low pressure-combinations in connec-

tion with our Radial Piston Pumps.   



Advantages Internal gear pumps ZPI

•	Low pulsation

•	Low-noise operation

•	Long service life

•	High volumetric efficiency 

Typical applications

•	Pumps for low-noise hydraulic drives

•	Coolant pump for machine tools

•	„Overdrive pumps“ for hydraulic presses

 	 in combination with Beinlich Radial Piston Pumps 

ZPI 系列优点

•	低脉动

•	 低噪音

•	 免维护时间长

•	 容积效率高

典型应用

•	低噪音液压驱动

•	机床冷却液泵

•	超速传动泵(内齿轮-径向柱塞泵组合泵)

	 用于压铸机

规格
Size

排量
毫升/转

Displacements 
cc/rev

工作压力 
巴

 Operating pressure
bar

转速范围 转/分钟
Speed range rpm

最小 min. 最大 max.

1 1,00 80

300 3.000

1 1,40 100

1 2,10 120

1 2,80 120

1 3,50 120

1 5,50 120

1 6,90 100

2 3,50 100

300 3.000

2 5,50 120

2 7,00 120

2 10,00 120

2 14,00 120

2 17,00 100

3 18,00 100

300 3.000

3 22,00 120

3 29,00 120

3 37,00 120

3 42,00 100

3 56,00 60

3 69,00 60

4 55,00 100

300 2.000

4 69,00 120

4 83,00 120

4 104,00 120

4 121,00 100

4 138,00 100

4 173,00 100

4 207,00 60

工作压力指额定工作压力和峰值压力，所有参数为标准规格的参数。在临界
或极端工况如低粘度，低转速和高压力，以上数据不适用,请咨询百利泵公司
获取更多详情。其它规格请咨询。

The operating pressure refers to the permissible permanent pressure and maximum 
peak pressure. All parameters refer to the standard values. For borderline or ex-
treme operating conditions associated with a low viscosity, low speed and high 
pressure, these values are not applicable. Please contact Beinlich for additional 
assistance. Other sizes on request.

ZPI 系列内齿轮泵

工作压力和转速范围

Internal Gear Pumps ZPI

OPERATING PRESSURES AND SPEED RANGES
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Beinlich Pumpen GmbH
Gewerbestraße 29
58285 Gevelsberg/Germany

Phone  + 49 (0) 23 32 / 55 86 0
Fax  + 49 (0) 23 32 / 55 86 31

info@beinlich-pumps.com
www.beinlich-pumps.com

www.e-holding.de

全球网络 

长期合作伙伴和集团子公司
_  个人 
_   胜任
_  高效  

WORldWIdE sERvIcE

qualified advice through 

longstanding cooperation partners 

and own distribution companies
_  personal
_  competent
_  efficient  

日本

Japan 

墨西哥

Mexico 

俄罗斯

Russia 

斯洛伐克

Slovak Republic

南非

South Africa

西班牙

Spain 

瑞士

Switzerland 

泰国

Thailand

荷兰

The Netherlands

土耳其

Turkey 

阿联酋

United Arab Emirates 

美国*

UsA*

澳大利亚

Australia 

奥地利

Austria 

巴西

Brasil 

加拿大

Canada 

中国*

china* 

捷克

Czech Republic

丹麦

Denmark 

法国*

France*

英国*

Great Britain*

印度*

India*

伊朗

Iran 

意大利*

Italy*

*集团子公司

*own distribution companies

德国流体系统有限公司上海代表处

上海市漕溪路250号银海大楼A103室

电话: 020-64827125
传真: 020-64827126

info@germanfluid.com
www.germanfluid.com


